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Disclaimer: IEC 61215/IEC 61730 certificates 

Tiger Neo Family 

The following page (s) of the IEC 61215 / IEC 61730 certificates are relevant for the product 

familty Tiger Neo. The documents have been organized in the following categories.  

A) Single Glass, Maximum System Voltage 1000V:

Certificate Nr. Certificate Page(s) Relevance for Tiger Neo 

PV 50394835 0001-0002 

Fire Rating: Class C (page 0001) 
Certification validity until 04 December 2022. 

“5 year counting from date of issue” 
(page 0002) 

PV 50394835 0070-0071 

JKM***N-78HL4 
Power range: 570-620 W 

JKM***N-72HL4 
Power range: 560-570 W 

JKM***N-60HL4
Power range: 465-475 W 

JKM***N-54HL4 
Power range: 400-425 W 

(page 0070) 

Fire Rating: Class C (page 0070) 
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PV 50394835 0072 

JKM***N-78HL4 
Power range: 625 W 

JKM***N-72HL4 
Power range: 575 W 

JKM***N-60HL4 
Power range: 480 W 

JKM***N-54HL4 
Power range: 430 W 

 All black products: 

JKM***N-60HL4-B 
Power range: 450-470 W 

JKM***N-54HL4-B 
Power range: 405-420 W 

(page 0072) 
Fire Rating: Class C (page 0072) 

B) Single Glass, Maximum System Voltage 1500V:

Certificate Nr. Certificate Page(s) Relevance for Tiger Neo 

PV 50416412 0001-02 
(+ original annex) 

Certification validity until 16 Sep 2023. (page 0002) 
Fire Rating: Class C (page 0002) 
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PV 50416412 0058 

JKM***N-78HL4-V 
Power range: 570-620 W 

JKM***N-72HL4-V 
Power range: 560-570 W 

JKM***N-60HL4-V 
Power range: 465-475 W 

JKM***N-54HL4-V 
Power range: 400-425 W 

(page 0058) 

Fire Rating: Class C (page 0058) 

PV 50416412 0060 

JKM***N-78HL4-V 
Power range: 625 W 

JKM***N-72HL4-V 
Power range: 575 W 

JKM***N-60HL4-V 
Power range: 480 W 

JKM***N-54HL4-V 
Power range: 430 W 

(page 0060) 

Fire Rating: Class C (page 0060) 

PV 50416412 Annex Rev 14 Latest list of factories 
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C) Dual Glass, Maximum System Voltage 1500V:

Certificate Nr. Certificate Page(s) Relevance for Tiger Neo 

PV 50446257 0001-0003 
(+ original annex) 

Certification validity until 04 Sep 2024. 
(page 0003) 

PV 50446257 0018 

JKM***N-78HL4-BDV 
Power range: 570-615 W 

JKM***N-72HL4-BDV 
Power range: 555-565 W 

(Page 0018) 

Fire Rating: Class A (Page 0018) 

PV 50446257 0019 

JKM***N-78HL4-BDV 
Power range: 620-625 W 

JKM***N-72HL4-BDV 
Power range: 570-575 W 

(Page 0019) 

Fire Rating: Class A (Page 0019) 

PV 50446257 Annex Rev 7 Latest list of factories 

The institute TÜV Rheinland LGA Products GmbH, Tillystraße 2, 90341 Nürnberg has certified 
the product(s).  

Note: Each individual page is a valid document, including the certificate number, signature, and 
stamp from the testing institute. 
If you require the completed document(s), please contact us for further support.  

Europe Technical Support 



 

 

 

 

 

 

 

 

 

 

 

TIGER NEO 

Single Glass, Maximum System Voltage 1000V 

 

 

 

 

 

 

 

 

 

 













TIGER NEO 

Single Glass, Maximum System Voltage 1500V 





















TIGER NEO 

Dual Glass, Maximum System Voltage 1500V 
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